
ASP 3KW ASP 5KW ASP 6KW ASP 10KW

System Watts

Quantity (300W/p-330W/p)

Power Peak

Power Output Tolerance

Solar Cells

Module Voltage

Module Current

Open Circuit Voltage

Short Circuit Voltage

Module Dimension

Weight

Warranty

3KW

10Nos

5KW

16Nos

6KW

19Nos

10KW

32Nos

(300W/p-330W/p)

+0~5W

72 polycrystalline solar cells, 4 bus bars

37.7V

8.50A

46.0V

9.03A

1955 mm × 982 mm × 36 mm

20.5 kg
Product Warranty: 10 years

Performance Warranty: Linear power warranty for 27 years with 
2.5% for 1st year degradation and 0.67% from year 2 to year 27.

SOLAR PANELS

Inverter Size

Max. Efficiency

No. of MPPT

Max. DC Input Power

MPP Input Range

Rated Grid Voltage

Phase

Output Frequency Range

Protection case

Communication

Mounting Structure

3.3KW

97%

2

4KW

170~530 V

230V

1Ph

4 sq.mm (2C)

16A 2Pole

4 Pairs

1Set 

1Set

10 Nos 15 Nos 18 Nos 25 Nos

5KW

97.4%

2

7KW

145~530 V

230V

1Ph

4 sq.mm (2C)

16A 2Pole

6 pairs

1Set 

1Set

5.8KW

97.6%

1

6.1KW

320~800 V

400V

3Ph

6 sq.mm (4C)

32A 4Pole

8 pairs

2Set 

1Set

10KW

97.8%

2

13KWp

300~750 V

400V

3Ph

6 sq.mm (4C)

32A 4Pole

10 pairs

2Set 

1Set

47~53 Hz

IP65

RS485/GPRS/Ethernet/Wifi

Designed & Engineered Hot Dip GI Mounting Structure 
withstanding wind speed up to 150kmph

SOLAR INVERTERS

BALANCE OF SYSTEM

SS 304

300X300X300mm, M20 Grade

4 sq.mm Copper shielded DC cable

4sq.mm Copper Flex single core Green

UV Protected, 300mm 1Pack (100pcs)

Copper Ring type and Pin Type (6/12Pcs)

RS 485/GSM with online remote monitoring subscription

30 Mtr. Conduit pipes 25mm

Square Batten Inverter dressing with Insulation tapes

8mm X 8Nos SS

Hardware

Civil Foundations

DC Cables

Earthing cable

AC Cables (Copper flex.)

MCB Box (IP65)

MC4 Connectors

Chemical Earthing (2Mtr)

Lightning Arrestor (1Mtr)

Cable Ties

Cable Thimbles

Modbus

Conduit Pipes 

PVC Batten & Insulation Tape

Anchor Fasteners

Saddles (25mm)

DATA SHEET
RESIDENTIAL KITS
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